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Bolt Pattern
For RE-2B Type J" Terminal Section

Minimum 2 threads Showing@
Bridge Endpost or

Concrete Barrier End Section

See Detail “B”
Galvanized Steel Washer-
Galvanized Nut

25 mm Hole
(by others)

TYPICAL ELEVATION

100 mm Sloped Curb

Nested Steel

ﬂi Installation Line
» . (5) - 22 mm Anchor Bolt
- |

T’ with Washer Through
+ ff

25 mm Hole
—810

[~ See Detail "A"”

SECTION A-A

Thrie Beam Guardrail

RE-2B Type "J"
Terminal Section
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DETAIL ""A"

GENERAL NOTES:
Contract Item:

Guardrail, End Anchorage, Beam, RE-69

List of Materials for the RE-69A End Anchorage:

100 mm @

Sloped Curb

—810
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For additional information
see Standard Road Plan
RE-68.

RE-2B Type "J" Terminal Section.
Approved 22 mm x sufficient length Hex Bolts.

)
) Approved 22 mm Hex Nuts.
0

) Approved Plain Washers, 24 mm, regular.

For attachments on the frailing end of a one-way bridge, the Type “J" Terminal
Connector should be lapped on the outside of the nested thrie beam  rails.

See applicable Bridge Approach Secfion standards for specific requirements

22 mm anchor bolts shall be of sufficient length to leave a minimum of 2
thread widths outside of the nut

All dimensions given in millimeters unless noted.
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